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SPECIAL PROVISIONS INSERT
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1 of 3

CATEGORY 600

SHOULDERS

Requires SP 701, SP 705, SP 708, SP 709, and SP 920
SECTION 605 — METAL TRAFFIC BARRIERS

 TC "SP Section 605 – Metal Traffic Barriers" 
530
605.02 MATERIALS.


DELETE:  MATERIALS in its entirety.

INSERT:  The following.

MATERIALS.  Refer to 701.02, 705.02, 708.02, 709.02, and the following:


Crusher Run Aggregate CR-6


901.01


Brown Polyester Coating



465.03.02 (b)

W Beam/Thrie Beam



918.01


Metal Posts




918.02


Traffic Barrier Hardware



918.03


Timber Posts




918.04


Wood Offset Blocks



918.04


Wire Rope





918.05


Salvaged Topsoil




920.01.01


Furnished Topsoil




920.01.02


Salvaged Topsoil




920.01.03


Furnished Topsoil




920.01.04


Asphalt Millings or Grindings


Size of individual particles shall be 










less than 2 in. as determined visually


Rub Rail





A 36, Galvanized, A 123


Thrie Beam




M 180, Class A, Type 2



Reflective Delineators



As approved by the Office of Traffic






and Safety



Recycled Composite Material Offset Blocks
As specified by the manufacturer 


605.03 CONSTRUCTION.
605.03.04 Brown Polyester Coated Traffic Barrier W Beam Using 6 Foot Post or 8 Foot Post.
531
ADD:  The following before the first sentence of the first paragraph, “Ensure that all...unloading, and installation.”

Apply polyester powder as specified in 465.03.02(b).
605.03.06 Remove and Reset Existing Traffic Barrier.

532

ADD:  The following before the first sentence.

Replace severely corroded or damaged individual w-beam panels as directed.

ADD:  The following after the first paragraph.

After replacing w-beam panels, backfill disturbed areas with topsoil per Section 701, or crusher run aggregate CR-6, or asphalt millings or grindings, to restore grades in designated areas as specified or as directed.
In areas where more than 8 in. depth of topsoil is required, place subsoil per Section 701 and place 2 in. or 4 in. topsoil over the subsoil as specified or as directed.  Immediately after placing topsoil, either perform Turfgrass Sod Establishment per Section 708, or perform Turfgrass Establishment and install Type A or Type E Soil Stabilization Matting per Section 709 over the seeded areas.


ADD:  The following after 605.03.08 End Treatments.

605.03.09  Remove and Dispose of Existing Traffic Barrier.  Assume all responsibility and make every effort to recycle or stockpile for noncontract use, all existing metal components of traffic barrier.  Written certification (including date, time, materials, measurement and other pertinent information) shall be submitted to the Administration upon completion and upon request.  Certification of material recycled or stockpiled shall be required prior to payment for this item or as otherwise directed.  All cost associated with these activities are incidental to the item.

605.03.10  Removal and Disposal of Traffic Barrier W-Beam.  After removal and disposal of traffic barrier, backfill disturbed areas with topsoil per Section 701, or crusher run aggregate CR-6, or asphalt millings or grindings, to restore grades in designated areas as specified or as directed.
In areas where more than 8 in. depth of topsoil is required, place subsoil per Section 701 and place 2 in. or 4 in. topsoil over the subsoil as specified or as directed.  Immediately after placing topsoil, either perform Turfgrass Sod Establishment per Section 708, or perform Turfgrass Establishment per Section 705 and install Type A or Type E Soil Stabilization Matting per Section 709 over the seeded areas.

532
605.04 MEASUREMENT AND PAYMENT.

DELETE:  605.04.05 in its entirety.

INSERT:  The following.
605.04.05  Removal and Disposal of Existing Traffic Barriers and any end treatments will be measured and paid for at the Contract unit price per linear foot.  A written certification as specified in 605.03.09 will be required.
Landscaping construction and materials, as specified in Sections 701, 705, 708, and 709 will not be measured but the cost will be incidental to the item.

605.04.06
ADD:  The following after the last sentence.

Landscaping construction and materials, as specified in Sections 701, 705, 708, and 709 will not be measured but the cost will be incidental to the item.

605.04.07
ADD:  The following after the last sentence.

Landscaping construction and materials, as specified in Sections 701, 705, 708, and 709 will not be measured but the cost will be incidental to the item.
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