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MATERIALS

 TC  "SP-Section 950 - Traffic Materials~~Overhead/Cantilever Sign Structures" 
CATEGORY 900

SECTION 950 — TRAFFIC MATERIALS
TC "SPI - Section 950 – Traffic Materials ~~Overhead/Cantilever Sign Structures"
794

DELETE:  950.04 OVERHEAD SIGN STRUCTURES.
INSERT:  The following.

950.04 OVERHEAD/CANTILEVER SIGN STRUCTURES.  Design, material minimum thickness requirements and construction shall meet AASHTO Specifications for Structural Supports for Highway Signs, Luminaires, and Traffic Signals and the following:
(a) A 709, Grade 50 for structural steel.

(b) A 595, Grade A or API 5LX52 for steel tubes or pipes.

(c) All steel shall be galvanized per A 123.
(d) Hardware, per 909.06, 909.07 and 909.08.
796

DELETE:  950.08 SIGNS.
INSERT:  The following.

950.08 SIGNS.  TC 1.03.  The manufacturer or supplier shall furnish certification as specified.
DELETE:  950.08.03 Hardware.
INSERT:  The following.

950.08.03 Hardware.  Sign hardware shall be clear anodized and meet one of the following.
(a) B 209, alloy 2024 T4 or,
(b) B 211, alloy 2024 T4, 6262 T9, 6061 T6, 7075 T6 or 2017 T4.


DELETE:  950.09 STEEL SPAN WIRE.
INSERT:  The following.

950.09  STEEL WIRE STRAND.
(a) .01 Span.  A 475, Grade: Siemens-Martin, Class C, 3/8 in. diameter and seven wire strand.
(b) .02 Tether.  A 475, Grade: Siemens -Martin, Class C, 1/4 in. diameter and seven wire strand.
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