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SPECIAL PROVISIONS INSERT
CONTRACT NO. IFB_ContractNo
950.03​— REFLECTORIZATION OF SIGNS AND CHANNELIZING DEVICES
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CATEGORY 900

MATERIALS

SECTION 950 — TRAFFIC MATERIALS
 TC "SPI-Section 950-Traffic Materials ~~ 950.03 Reflectorization of Signs and Channelization Devices" 
792
DELETE: 950.03 REFLECTORIZATION OF SIGNS AND CHANNELIZING DEVICES in its entirety.
INSERT:  The following.

950.03 REFLECTORIZATION OF SIGNS AND CHANNELIZING DEVICES.

Provide retroreflective sheeting that meets the requirements of the latest version of ASTM D 4956 and is selected from the Administration’s QPL.  The type of sheeting to be used for different classifications of signs shall be as specified in the QPL and as described below.

Provide fluorescent colors, when yellow, orange or pink sheeting is specified.  Color coordinates and values shall be as described in the MDMUTCD and 23 CFR Part 655, Subpart F, Appendix.

Provide non-reflective sheeting, when black sheeting is specified.

All sheeting for legend and backgrounds shall be from the same manufacturer and be a matched component system intended to be used together.

Use ASTM Type IV or VIII construction sheeting with a Class 1 backing for drums for maintenance of traffic.  The sheeting must be reboundable as defined in the supplementary requirements of ASTM D 4956, latest version.


Use ASTM Type IV, V or VIII for delineators, and lane separator systems.  Use ASTM Type IV, VI or VIII sheeting for cones for maintenance of traffic.  The sheeting must be reboundable as defined in the supplementary requirements of ASTM D 4956, latest version.

Use ASTM Type VI sheeting with a Class 5 backing for Roll up signs for Maintenance of Traffic.

Use ASTM Type VIII, IX or XI sheeting for rigid temporary traffic signs.

Use ASTM Type IX or XI sheeting for Guide Signs, Exit Gore Signs, General Information Signs, School Signs, Warning Signs and Red Regulatory Signs.


Use ASTM Type IV, VIII, IX or XI sheeting for all other Regulatory Signs and for Route Markers.

Use ASTM Type I or higher sheeting for No Trespassing Signs, signs directed at Pedestrian Traffic, signs directed at Bicycle Traffic, R7 series Parking signs, R8 series Parking signs and supplemental panels for R7 and R8 series signs.
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