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NOTICE TO ALL HOLDERS OF THIS CONTRACT DOCUMENT

NATIONAL COOPERATIVE HIGHWAY RESEARCH PROGRAM (NCHRP) REPORT 350 AND THE MANUAL FOR ASSESSING SAFETY HARDWARE (MASH) IMPLEMENTATION SCHEDULE FOR DEVICES USED IN THE MAINTENANCE OF TRAFFIC

 TC "CP - (NCHRP) Report 350 and MASH Implementation Schedule" 

Except as otherwise specified in this Section, all items for the maintenance of traffic, including those listed under the following categories, shall be crashworthy in conformance with Level 3 or other Level as specified by the Engineer in conformance with the safety crash testing and performance criteria published in the National Cooperative Highway Research Program (NCHRP) Report 350, “Recommended Procedures for the Safety Performance Evaluation of Highway Features” or the Manual for Assessing Safety Hardware (MASH).  When conformance with NCHRP Report 350 or MASH is required, the Contractor shall provide the Engineer with the manufacturers’ certifications that the devices comply with the specified criteria.


Unless specifically waived by an attachment to these Contract Provisions, devices must be approved by the Office of Traffic and Safety.

Category 1 Devices


These devices are cones, tubular markers, flexible delineator posts, and drums, all without any accessories or attachments, which are used for channelization and delineation.

Category 2 Devices


These devices are Type I, II, and III barricades; portable sign supports with signs; intrusion alarms; and drums, vertical panels, and cones, all with accessories or attachments.

Category 3 Devices


(a)
Truck Mounted Attenuators (TMAs) and Trailer Truck Mounted Attenuators (TTMAs).

(b)
Temporary Barrier.



(1)
Concrete Barrier.



(2)
Traffic Barrier W Beam and Water Filled Barrier.


(3)
Steel/Aluminum Barrier.

(c)
Temporary End Treatments.

Category 4 Devices

These devices are area lighting supports, arrow panels, and portable variable message signs that are usually portable or trailer-mounted.

	WORK ZONE DEVICES
	IMPLEMENTATION SCHEDULE TO CONFORM TO NCHRP REPORT 350 OR MASH CRITERIA

	CATEGORY 1

Cones, tubular markers, flexible delineator posts, and drums (all without any accessories or attachments)
	All devices shall conform to NCHRP Report 350 or MASH criteria.

	CATEGORY 2

Type I, II, and III barricades; portable signs supports with signs; intrusion alarms; and drums, vertical panels, and cones (all with accessories or attachments)
	All devices shall conform to NCHRP Report 350 or MASH criteria.

	CATEGORY 3

(a) Truck Mounted Attenuators (TMAs); Trailer Truck Mounted Attenuators (TTMAs)
(b) Temporary Barriers

(1) Concrete Barrier

(2) Traffic Barrier W Beam and Water Filled Barrier
(3) Steel/Aluminum Barrier
(c) Temporary End Treatments
	All devices shall conform to NCHRP Report 350 or MASH criteria.

	CATEGORY 4

Portable trailer mounted devices including area lighting supports, arrow panels, and changeable message signs
	The Contractor may use devices that do not conform to NCHRP Report 350 or MASH criteria, until compliance dates are established.  Use of these devices shall comply with the provisions of Part 6 of the MUTCD.
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