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CATEGORY 100

PRELIMINARY

SECTION 104 — MAINTENANCE OF TRAFFIC

 TC "SPI - Section 104 – Maintenance of Traffic ~~ 104.07 – Arrow Panel (AP)" 

104.07 ARROW PANEL (AP).


104.07.01 DESCRIPTION.

159
DELETE:  The second and third paragraphs “Furnish APs that are………units unless otherwise specified” and “APs shall have both ………dimmer device is operational.


104.07.03 CONSTRUCTION.
160
ADD:  The following after the first paragraph.


Furnish APs that are self-contained, vehicle-mounted or portable, and approved.  Use self-contained trailer units unless otherwise specified.



Provide APs that have both manual and automatic dimmer devices capable of reducing the light intensity by 50 percent.  Periodically clean the photocells in order to prevent malfunctioning of the brightness control.  Dimmer devices are mandatory during night operation.  The devices shall include a fail-safe system that ensures maximum brightness during daytime operations and a reduction in brightness of up to 50 percent during periods of darkness, regardless of which dimmer device is operational.



The AP’s shall provide full illumination within at least a 24-degree cone perpendicular to the panel face.


Power Supply.  The AP shall operate from a solar powered electrical system and consist of battery power and solar array panels, and be capable of providing power supply to the AP for 21 consecutive days without auxiliary charge.

ADD:  The following after the Arrow Panel Lamp Options table.

	Arrow Board Type
	Minimum Size
	Minimum Legibility Distance
	Minimum Number of Elements

	A
	48x24 in.
	½ mile
	12

	B
	60x30 in.
	¾ mile
	13

	C
	96x48 in.
	1 mile
	15

	D
	None*
	½ mile
	12



* Length of arrow equals 48 in. width of arrowhead equals 24 in.

DELETE:  (b) “Aim the AP at approaching………that the display is level”.


INSERT:  (b) “Aim the AP at approaching traffic in conformance with the minimum legibility distances specified above.  Ensure that the display is level”.
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