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SPECIAL PROVISIONS INSERT
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104.28  SPEED DISPLAY TRAILER
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CATEGORY 100

PRELIMINARY

SECTION 104  MAINTENANCE OF TRAFFIC

 TC "SPI Section 104 – Speed Display Trailer" 
104.28 SPEED DISPLAY TRAILER (SDT).

104.28.02 MATERIALS.
185
DELETE: Second paragraph on this page “All materials for the SDT…approach 
roadway at all times”.
INSERT: The following.


All materials for the SDT shall be like new, corrosion resistant, and unaffected by water spray, salt, oil, gasoline, and all other contaminants in the quantities normally found 
along the edge of the traveled roadway. Construction, materials, and operation shall be in accordance with NFPA, ULI, and NEC. Sign messages shall be visible for a distance of 0.5 mile and legible for a distance of 900 ft from any point along the traveled approach roadway at all times.
104.28.02.01 Equipment.

186
DELETE: LED Illumination in its entirety.


INSERT: The following.

LED Illumination. LED illumination for each matrix element shall have the following 
characteristics:

(a) LED shall conform to the ITE specification for amber color for warning 
applications.
(b) Each LED shall produce at least 1 candela output on center at operating drive 
current.
(c) LED shall provide full illumination within at least a 24 degree cone perpendicular 
to the sign face.
(d) Operating temperature range of the LED shall be -30 to 125oF.
Sign Controller.
187
DELETE: (e) Be contained in a sheet metal, weatherproof cabinet located on the 
controller housing, and insulated to protect against excessive vibration and temperature.
The cabinet shall have a lockable door latch and interior cabinet dome light.
INSERT: The following.

(e) Be contained in a sheet metal or high density polyethylene (HDPE), weatherproof cabinet located on the controller housing, and insulated to protect against excessive vibration and temperature.
The cabinet shall have a lockable door latch and interior cabinet dome light.

104.28.03. CONSTRUCTION.
188
DELETE: The second paragraph on this page “Aim the STD at approaching…either 
sunlight or vehicle headlights”.
INSERT: The following.


Aim the SDT at approaching traffic that is atleast 900 ft in advance of the SDT and in accordance with the 0.5 mile minimum visibility and 900 ft minimum legibility requirement. Ensure that the SDT is level and that the sign face is not obscured by highway alignment or glare from either sunlight or vehicle headlights.
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